
1

OD (in) Height (in) OD (in) Height (in) OD (in) Height (in)
10.00 10.00 0.25 12.00
12.00 12.00 0.375 12.00
15.00 15.00 0.50 12.00
18.00 18.00 0.625 12.00
10.00 10.00 0.75 12.00
12.00 12.00
15.00 15.00 1.00 12.00
18.00 18.00 1.25 12.00

10.00 1.50 12.00
10.00 12.00
12.00 15.00
15.00 18.00 OD (in) Min Height (in) Max Height (in)
18.00 2.00 0.25 3.00
10.00 10.00 2.50 0.25 3.00
12.00 12.00
15.00 15.00 3.00 0.25 2.00
18.00 18.00 3.50 0.25 2.00
10.00
12.00 4.00 0.25 2.00
15.00 OD (in) Min Height (in) Max Height (in)
18.00 2.000 0.25 6.00
10.00 2.500 0.25 3.00
12.00
15.00 3.000 0.25 6.00
18.00 3.500 0.25 6.00

4.000 0.25 6.00
10.00
12.00 5.000 0.25 6.00
15.00 6.000 0.25 6.00
18.00 8.000 0.25 2.00

1.000

1.250

 Thermoplastic Compression Molded Rod

TP Rod Machined from Plate

0.375

0.625

0.750

1.500

2.000

Compression Molded  Rods and Discs

1.750

0.875

PI Rod Machined from Plate

 Polyimide Compression Molded Rod

0.250

0.500

TP Rod Machined from Plate

*Capabilities Vary with Materials
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